175 PSI (12.5 Bar) 2-8” (50-200mm)
EN593

Short race to Face
acc. ISO 5752
Ductile cast iron
Fully vulcanized

Long neck

FER BUTTERFLY VALVE

W

LISTED APPROVED
PENDING

Nominal size
Type | Operation Disc mm 50 65 80 100 150 200
inches 2’ 21k 3’ 4 6” 8”
001 | Gear Ductile Iron, Nylon 11 (Rilsan) coating 2 S b2 2 b2 2
Flange connection: DIN, BS, ANSI
Lining: EPDM

Coating
Fusion bonded coating

Advantages

Liner: Fully vulcanized liner seat.
" Guaranteeing seat stability:
" Optimum tightness
" Prevents corrosion between liner and body.
Eliminates the need of seperate gaskets for
installation.
" Dry shaft - prevents leakage outside the valve.

Split Shaft:
= Without any pins or bolts pinned on the disc.
= Square ends ensuring maximum transfer of

torque during open/close operation. 1 [Washer Steel SAE 1020
2 |Circlip Carbon Spring Steel
Disc: = Shaped disc with smooth contoured edge- 3 [Bush Brass ASTM C 385
minimize friction losses and providing a 4 10-Ring EPDM
drop tight seal. 5 |Woodruff Key [Steel
® Very low head loss. 6 | Shaft-Top Stainless Steel 416
7 |Body Ductile Iron
Body: Ductile cast iron. 8 [Disc Ductile Iron
= Hammering and pressure proof. 9 |Shaft-Bottom | Stainless Steel 416 >
= Can be installed between all kinds of flanges. 10|Sealing Ring | Fibre = &0
11 [Bush Brass EE
. ] . . =
Gear: Powerful low ratio gear with limit switches. 12|Bush Nylontron ES
= Sealing STD. - IP65 m
AppllcatI?(r)lrs. F i r e f g h t i n g s Yy




107F WAFER BUTTERFLY VALVE 175 psi (12.5 Bar)

107F - Gear operated

107F Dimensions Table

Dimensio D
| 0 ol 00 | 00
A 126 130 157 168 200 242
B 79 86 103 113 147 176
C 44 44 46 52 56 60
107F D 101.5 118.5 127 162 216 272
G 60 60 60 60 60 60
H 72 72 72 72 72 72
| 206 206 206 206 206 246
J 156 160 187 198 20 M
K 152 152 152 152 152 194
L 135 135 135 135 135 215
M 156 156 156 156 156 156

Dimensions can be changed without notification.

Note: Valve rating according to EN1092-1.
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