15

G BUTTERFLY VALVE

PN 16 27-24” (50-600mm) EN593

Short Face to Face

acc. BS 5155/EN 593/API 609
Ductile cast iron

Fully vulcanized

Top flange acc. ISO 5211.

Nominal size
Type | Operation Disc mm 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600
inches | 2" |2%”| 3" | 47 | 5" | 67 | 8 |10”| 12”| 147 | 16” | 18” | 20” | 24”
001 | Gear Coated Ductile Iron: AR AR AR AR AR AR AR AR AR AR 2R AR AR
002 [ Lever Nylon 11 (Rilsan)/ AR AEAEIEZAEAEAEAE
003 | Bare shaft JHalar (ECTFE)/Enamel AEAEIEAEIEAEAEIEIEIEIAEIEIE?
004 | Gear AR AEIEIEIEIEIEIEIEIEIEIESE 2
005 | Lever S.5.316 (CF8M) A AR AR AR A 2 A AR "
006 | Bare shaft AR IEIREIEIEIEIEIE IR IR JIEIE 3R
007 | Gear AR AEIEIESESIEAESIEIESESEIEE "
008 | Lever Duplex/ Al. Bronze AR AR AR AR AR AR 2R 2R 1
009 | Bare shaft AR SEIE IEIEIEIEIE IR SR IE IE IR -
Flange connection: DIN, BS, ANSI
Lining: NBR, EPDM, BOTYL, HYPALON
* Order example: 115 Type 007 AL. BRONZE DN 300 DIN EPDM.
Description
Application
Multipurpose, Bi-Directional Shut off valve. | 12
Working temperature up to NBR+Botyl: 100°c, ‘
Hypalon+EPDM: 120°c. ‘ 1
Operation by: ‘ 10
Lever, Gear, Pneumatic or Electric Actuator. !
. Material Specification
Coatin _ 1 [Body D.I. GGG40
Body: Epoxy 80-250 mic. 2 [Disc D.1. GGG50/5.5316/DUPLEX/ 9
Al. Bronze
A_dvaniages ) ) 3,9 [Shaft S.S.410/8S.S.316 / DUPLEX
Liner: Fully vulcanized liner seat. 6 |O-Ring NBR / EPDM 8
= Guaranteeing seat stability: 7 |Piug 3.5.410
= Optimum tlghtngss . 4,5,8|Bushing Bronze ‘ 7
= Prevents corrosion between liner and body. 16 ’ Washer SS40 ‘
= Eliminates the need of seperate gaskets for © = L
installation. 1 Half Was_her S.5.410 fﬁl
= Dry shaft - prevents leakage outside the valves. 12__|Spring clip | 65Mn
Split Shaft:
= Without any pins or bolts pinned on the disc. Body: Ductile cast iron.
LI ) ) = Hammering and pressure proof.
Disc: = Shaped disc with smooth contoured edge = Can be installed between all kinds of flanges.
to minimize friction losses and providing
a drop tight seal. Gear: Powerful low ratio gear.
= Very low head loss. = Sealing STD. - IP65.
Applications )Pl o o el e e M el T
i / / / / 17 / / /




- Square Drive
% ® | © | L

I ﬁ I b Flat head Drive

(8] -
E1 _L F1
115G - Gear operated 115L - Lever operated
115 Dimensions Table
Dimensio [ J

| b 80 00 | 00 | 00 | 400 490 00 000

161 | 175 | 181 | 200 | 213 | 226 [ 260 | 292 | 337 | 368 | 400 | 422 | 480 | 562

A
B 80 89 95 | M4 | 127 | 139 [ 175 | 208 | 242 | 267 | 309 | 328 | 360 | 459
Cc 43 46 46 52 56 56 60 68 78 78 | 102 | 114 | 127 | 154
D 529 | 645 | 788 | 104 | 1233 | 1557 | 2024 | 2504 | 3015 | 3335 | 389.6 | 4405 | 491.6 | 5925
E 10 70 70 90 9 90 | 125 | 125 | 125 | 125 | 175 | 175 | 175 | 210
L 32 32 32 32 32 32 45 45 45 45 52 52 53 72
Topflange | FO5 | FO5 | FO5 | FO7 | FO7 | FO7 | F10 | F10 [ FI0 | F10 | Fi4 | Fi4 | F14 | Fi6
F 10 10 10 12 14 14 17 2 % 24
Goneral S 9 9 9 1 14 14 17 2 2 2 - - - -
L1 266.7 | 266.7 | 266.7 | 266.7 | 266.7 | 266.7 | 359 | 359 | 505 | 505 - - - -
R 52 52 52 52 52 5 | 752 [ 752 [ 752 | 752 | — = = =
Al 52 52 52 52 52 52 75 75 81 81 | 565 | 565 | 565 | 56:5
B1 45 45 45 45 45 45 | 6275 [ 6275 | 80 80 [ 1785 | 1785 | 1785 | 197.5
C1 74 74 74 74 74 74 [ 101 [ 101 | 118 | 18 | 120 | 121 | 121 [ 142
E1 52 52 52 52 52 52 75 75 81 81 15 | 115 | 115 | 14
Fi 1525 | 1525 | 152.5 | 152.5 | 1525 | 152.5 | 250 | 250 | 227 | 227 | 278 | 278 | 278 | 304
75 75 75 75 75 86 86 83 83 [ 1255 | 1255 | 1255 | 1455
150 | 150 [ 150 [ 150 | 300 | 300 | 300 | 300 | 300 | 300 | 300 | 300

Dimensions can be changed without notification.
Note: Valve rating according to EN1092-1.
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