FULLY RUBBER ENCAPSULATED
BUTTERFLY VALVE

Fully rubber encapsulation of the seat and disc - provides the
ultimate, in contamination free service.

PN 16

3”-24" (DN80-DN600)

Wafer type

Medium & Short type Face to Face acc. ISO 5752

Application:

For chemical industries, fertilizer industries, sea
water and other corrosive fluids.

Working temperature - depending on material.

Operation by:

Lever, Gear, Pneumatic or Electric Actuator.

Coating:
Body: Electrostatic Epoxy 80-250 mic.

The valve's unique
design totally
eliminates media
contact with any
metallic surface of
the valve.

Features:

= Multi purpose Bi-Directional shut off valve.

= Body in ductile cast iron.

= Valve Disc material is available as standard in ductile cast iron.
Also available in other special steels like SS316, WORTHITE,
and DUPLEX.

= The disc can be encapsulated with various rubber compounds

(Natural rubber, EPDM, Nitrile rubber, Butyl, Hypalone, Vamac

etc.) to cater the majority of the chemical process requirements.

Fully vulcanized liner seat.

Split shafts without any pins and bolts on the disc.

Medium free dry shafts.

Easy installations between all kinds of flanges BS, DIN, ANSI,

etc.

= Disc, Seat Lining and shaft is available in various material

combinations in order to suit multipurpose application.
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