PN 10/16 17127 (25-300mm)
(plastic body up to 10 Bar)

AF ¥

inati Nominal size

Type | Name Application mm ] 25 [ 40 | 50 [80-50-80] 80 | 80 |100] 150]200]250]300

inches| 1”7 | 15”7 | 2”7 | 323" |3’ | 3s” | 4” | 6” | 8 [10”|12”
001 | BY basic valve ME AR M EAE A E A E R RS
002 | PRV pressure reducing valve MIEAE IR M EIE A EAE A E AR
003 | PSV pressure sustaining / relief valve Nl e || e [ | N [ | | ¥ ||
004 | PRSV pressure reducing / sustaining valve MIEAE IR M EIE A EAE A E AR
005 | QPRV quick pressure relief valve Nl e | | e [ M| N || | ¥ ||
006 | HECV hydraulic / electric control valve ME AR IR M EAIE A E A E A E AR
007 | HRCV hydraulic remote control valve AR A EAE A E A E A A
008 | FCVE/FCVM | float control valve electric / mechanical AR AR AR EIAE 2 E2E 2 E A A
009 | ACV altitude control valve NMIEAEIAEMEIEAEEAE B
010 | FRCV flow rate control valve MIEAEIE M EAE A E A EE S

Coating: Nylon 11 (Rilsan) / Halar (ECTFE) / EPOXY / ENAMEL
Body material: Cast Iron (1” - 12”) / Ductile Iron (1” - 12”) / Bronze (2”) / Reinforced Nylon (3” - 4”)
End connections: Threaded/Grooved/Flanged - ANSI/BS/DIN

* Order example: PRV type 002 DN 100 grooved rilsan PN16 BS.

Description

1 | Body Cast iron/ASTM A 45 CI S25 A
Advantages Cast Bronze/BS 1400 LG
Ductile iron/ASTM A-536
Reinforced Nylon

= High flow capacity
= Low operational pressure
= Large regulation capability - from drip to maximum flow

- 2 2 | Bonnet Same as above
= High efficiency and low head loss 3 | Diaphragm | Natural Rubber
= Easy to operate and maintain 4 [ Spring Stainless Steel
= Long lasting reliability 5 [Seat Acetal
= Operational flexibility - one valve for all applications 6 IBolts Steel Cobalt Coated

= Extremely stable and accurate control

= One diaphragm and spring to meet varying pressures
and flow conditions

= Easy inline maintenance

= Drip-tight sealing

= Available in various types of high-corrosion protection
coatings like Rilsan, Halar, enamel coated internal etc.

Pilot Specifications

H-21 | 2-way Pressure Reducing metal pilot. 7-230 PSI (0.5-16 bar)

H-22 | 2-way Pressure Sustaining metal pilot. 7-230 PSI (0.5-16 bar)

H-23 | 2-way Quick Relief metal pilot. 7-230 PSI (0.5-16 bar)

H-24 | Altitude metal pilot. 7-230 PSI (0.5-16 bar)

H-31 | 3-way Pressure Reducing/Sustaining plastic pilot. 7-145 PSI (0.5-10 bar)
H-32 | 3-way Differential Pressure plastic pilot. 7-145 PSI (0.5-10 bar)

H-33 | 3-way Pressure Reducing/Sustaining metal pilot. 7-230 PSI (0.5-16 bar)

icati Agriculture | Drinking | Air cooling | Hot |Steam| Water |Sewage Sea |Desalination | Chemical| Food [Pulp/Paper
Appl'cat'?ns_ g waterg systemg water treatment wate% water plants industry | industry ingustR/ air
OF: vy v v v / / /




HYDRAULIC CONTROL VALVE

Dimension Table

Dimensi : . ;
imensions Material  Comectons Length (L)  Height(H) ~ Width (W) Weight
inch ~ mm inch ~ mm inch mm inch mm Lbs kg

40 | Castlron Threaded [ 7.08 [ 176 ! .

2’ 50 | Bronze Threaded | 7.09 | 180 [ 335 85 | 496 | 126 | 64 | 29
! 50 [ Castlron Threaded | 7.09 | 180 [ 335 85 | 49 | 126 | 64 | 29
323" | 80-50-80 | CastIron Threaded | 988 | 251 [ 437 | 111 496 [ 126 | 108 | 4.9
§ 80 | Castlron Threaded [ 1244 | 316 | 587 | 149 | 831 | 211 | 298 [ 135
i 80 | Castlron Grooved | 1244 | 316 | 587 [ 149 | 831 [ 211 | 208 | 135
§ 80 [ Castlron Flanged | 10.00 [ 254 [ 7.87 [ 200 31| 211 [ 388 [17.45
y 100 | Castlron Grooved | 131 | 335 | 57| 145 34| 212 28| 127
g 100 | Castlron Flanged | 12.01 | 305 | 870 | 221 | 870 | 211 | 478 | 21.7
6" 150 | Ductile Iron Flanged | 1598 | 406 | 11.38 | 289 | 11.80 | 300 | 849 | 38.5
H w | Straight 8 200 | Ductile Iron Flanged | 205 | 521 | 135 | 343 | 135 | 343 | 1147 | 52.0
39 80 | Reinforced-Nylon | Threaded | 122 | 310 | 661 | 168 | 9.29 | 236 | 8.09 | 3.68

38 80 | Reinforced-Nylon | Grooved | 122 [ 310 | 661 [ 153 [ 929 | 236 | 7.45 | 3.25

38 80 | Reinforced-Nylon | Flanged | 12.2 1 787 | 200 .29 | 236 90 | 4.50

L 4 100 | Reinforced-Nylon | Threaded | 13.78 50 | 742 | 181 .29 [ 236 89 | 4.04
4 100 | Reinforced-Nylon | Grooved | 13.78 [ 350 | 6.50 [ 165 29 | 236 | 7.75 | 3.52

4 100 | Reinforced-Nylon | Flanged | 13.78 | 350 | 898 | 22 129 | 236 | 11.20 | 5.08

* 75 | Reinforced-Nylon | SW 7.7 | 45 6.6 | 16 29 [ 236 | 94 | 4.28

* 90 | Reinforced-Nylon | SW 185 | 470 | 66| 168 [ 929 [ 236 | 103 | 4.68

* 110 | Reinforced-Nylon | SW 03 | 490 [ 6.6 6 929 [ 236 [ 103 | 4.66

2 50 | Castlron Threaded | 6.34 61 [ 634 | 16 496 [ 17 T. p

323" | 80-50-80 | Cast Iron Threaded | 811 | 206 | 811 ] 206 | 496 | 12 128 | 5.65

Angle 3 80 | Castlron Threaded | 9646 | 245 | 965 | 245 | 831 | 211 | 298 | 13.5
3 80 | Castlron Flanged | 1039 | 264 | 1039 | 264 | 831 | 211 | 385 [17.45

4y 100 | CastIron Flanged | 11.73 | 298 | 1173 | 298 | 8701 | 211 | 478 | 21.7

Recommended Working Conditions

Inlet Pressure, PSI & Bar Flow Rate, GPM & (mh)

Body Dimensions Minimum Maximum Minimum Maximum Fully Opened Valve

Material jnch mm Bar PSI Bar PSl  (mth)  GPM  (m¥h)  GPM  *KVFactor *CVFactor
Y 50 | 04 b 6 | 28 | 05 | 22 0 | 15 | 102 | 120

23 | 805080 | 04 6 15 | 28 | 05 | 22 55 | 200 | 102 | 125

_— 7 80| 04 6 15 | 226 | 05 | 22 | 105 | 460 | 260 | 307
v 100 | 04 6 15 | 28 | 05 | 22 | 165 | 710 | 20 | 312

& 150 |04 b 15 | 28 | 05 | 22 | 370 | 1630 | 740 | 862

y 200 |04 28 | 05 | 22 [ 40 [ 193 760 5

S 80 0. 5 05 [ 22 80 5 2 ;
Plastic —; 100 | 0.4 6 10 | 145 | 05 | 22 | 100 | a0 | 248 | 219

Cv=QAA P Where Q= Flow rate (GPM), AP =Head loss across the valve (PS)
Kv=QAA P Where Q= Flow rate (m3h), AP=Head loss across the valve (BAR)
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