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Designed by TBS

PE PENSTOCKS

150-2000 mm
Wall Mounting & Channel Mounting

Circular or rectangular openings
Rising & Non rising Spindle
Three & four sided sealing

Type Name Dimension Pressure Application
PRA Penstock 150-2000 mm 5 meters water column End valve in sewer systems, Desalination plants,
on/off seating waste water treatment plants and other corrosion
sensitive environments
PHA Hand valve 150-500 mm Equal to height of hand Small dimension hand gate for low pressure as an
valve alternative for penstocks
POS Overflow gate Custom designed | Equal to height of door Valve to regulate the upstream water level between a
minimum level and a maximum level
DPOS | Double Overflow gate | Custom designed | Equal to height of door Valve to regulate the upstream water level between a

minimum level and a maximum level with the upper
door and the additional option to lift the lower door to
“flush” the channel

PKS Sluice gate Custom designed | Equal to height of door Valve to block a flow till door height, mostly in channel
application

PVI Float valve Custom designed Valve to regulate automatically the downstream water
level. Single float design is for limited installation space

PSS Stop log Custom designed | Equal to height of logs Valve to regulate / block the upstream water level

between a minimum level and a maximum level
Profile Coating: Nylon 11 (Rilsan) / Halar (ECTFE)

Advantages

= Corrosion resistance ensures long service life.

= Minimal maintenance, replaceable gasket

= Lightweight construction

= Easy to install and handle

= HDPE is a solid material, possible damage to the outside will not result corrosion inside

= Flexibility in design. The unique production system enables to make special designs and provide tailor made solutions with short project
lead times. Products can be adapted to a specific pressure or installation situation.

= Bi-directional on/off seating

= | eak proof according to DIN 19569 part 4

= High chemical resistance due to HDPE material of gate and back plate

= Flexible “LIP” type sealing system

= Low operating torques

Operation
Manual, Pneumatic or electric actuator
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PENSTOCKS

HDPE PENSTOCKS

Penstock (PRA)
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Overflow gate (POS)
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Double Overflow gate (DPOS)
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Material Specification

Float valve (PVI)
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VALVES

Member of

cross bar S.5316, ST37 Coated (Nylon 11 (Rilsan) / Halar (ECTFE))
guides S.5316, ST37 Coated (Nylon 11 (Rilsan) / Halar (ECTFE))
frame plate HDPE

door HDPE

reinforcement profiles S.S316, ST37 Coated (Nylon 11 (Rilsan) / Halar (ECTFE))
bearing house POM

bearing S.S316

bearing ring Polymer

spindle S.S 316

nut Bronze

distance block HDPE

sealing door / frame plate EPDM

sealing penstock / concrete Neoprene

conical socket S.5316

end stop S.S 316

bare shaft S.S316

float HDPE

threaded bar S.S316

8 Hashlagan St., Kiriat-Gat 82021 Israel
Tel. 972-8-6818899 = Fax. 972-8-6818801
E-mail: hakohav@smile.net.il
Website: www.hakohav.com
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